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We have carried out continuous wave and time resolved photoluminescence experiments in self-assembled
InGaAs quantum dots and quantum rings embedded in field effect structure devices. In both kinds of nano-
structures, we find a noticeable increase of the exciton radiative lifetime with the external voltage bias that
must be attributed to the field-induced polarizability of the confined electron hole pair. The interplay between
the exciton radiative recombination and the electronic carrier tunneling in the presence of a stationary electric
field is therefore investigated and compared with a numerical calculation based on the effective mass
approximation.
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I. INTRODUCTION
The quantum confined Stark effect QCSE was first stud-
ied in quantum-well QW structures subjected to a station-
ary electric field applied in the growth direction.1–4 In the
presence of the field, direct tunneling of either electrons or
holes, out of the well and through the triangular potential
barrier, competes with other recombination processes deter-
mining the effective lifetime of the confined carriers. Given
the high quality of current growth methods, at low tempera-
ture we can neglect other nonradiative mechanisms to study
the interplay between radiative recombination and carrier
tunneling as a function of the applied field. In this work we
will investigate such interplay in self-assembled InGaAs
quantum dots QDs and quantum rings QRs embedded in
a field effect structure device.
A well established notion about exciton dynamics in these
kinds of nanostructures is that, in analogy to QWs, carrier
tunneling is responsible for the photoluminescence PL
quenching observed at moderate reverse voltages.5 In this
way, it is usual in the literature to overlook the reduction of
the ground state oscillator strength resulting from the elec-
tron and hole separation induced by the QCSE. This assump-
tion is justified at high electric fields when direct tunneling is
up to two orders of magnitude faster than radiative recombi-
nation. However, in applications where the optical detection
or manipulation of the QD electronic configuration is per-
formed at low or moderate electric fields, the QCSE can be
more relevant or even dominate, as demonstrated in this
work.6,7
Simultaneous determination of the photoluminescence
PL and photocurrent PC spectra of single quantum dots
have been reported by several authors demonstrating,
through analysis of the PC resonance linewidth, a fast de-
crease of the exciton lifetime for externally applied reverse
electric fields F85 kV/cm.8–10 Differential transmission
experiments have been carried out at the single QD level to
study the tunneling regime with improved spectral
resolution.11 However, even the most precise methods in the
spectral domain are not enough yet to resolve an increase of
the radiative lifetime above 1 ns.12–14 The analysis in the
temporal domain is mandatory in this case, but we found that
few time resolved studies of InGaAs quantum dots embed-
ded in field effect devices have been reported, and in particu-
lar, little attention has been paid to the implications of the
QCSE over the exciton radiative lifetime.15–17 This study
however, has been carried out in II/VI semiconductor nano-
crystals and theoretically described on its basis.18–20
In this work, we investigate the modification of the exci-
ton radiative lifetime induced by the QCSE in InGaAs
nanostructures with different sizes and shapes. We carry out
continuous wave and time resolved photoluminescence ex-
periments to decouple the radiative and nonradiative elec-
tron tunneling contributions to the exciton lifetime. Also,
the experimental decay times are compared with a numerical
calculation including the three dimensional carrier confine-
ment of excitons and the electron tunneling out of the dots
through a triangular barrier.
II. SAMPLES AND EXPERIMENT
Two samples have been investigated containing self-
assembled QDs or QRs embedded in the intrinsic region of
nominally identical Schottky diodes. Solid source molecular
beam epitaxy growth started depositing an AlAs/GaAs short
period superlattice over a semi-insulating GaAs substrate.
Thereafter, the back contact layer was formed by depositing
20 nm of Si-doped n+-GaAs. The nanostructures are sepa-
rated from the back contact by a 25 nm-thick GaAs spacer
layer that acts as tunneling barrier for the electrons in the
reverse bias state. The heterostructure was completed with an
AlAs/GaAs blocking barrier and a 4 nm-thick GaAs capping
layer. Finally, semitransparent Ni-Cr Schottky gates and dif-
fused Au-Ge-Au back contacts were developed using stan-
dard photolithographic techniques.
For the aim of our study, atomic force microscopy AFM
characterization was performed in equivalent uncapped
samples. Using low growth rates, deposition of 2.5 ML of
InAs at 480 °C gives rise to an inhomogeneous distribution
of 51010 cm−2 QDs, with typical dot height values around
7±3 nm and 1:3 aspect ratio. They are representative of our
QD sample with a room temperature emission peak wave-
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length at 1.12 eV. The self-assembled quantum rings are ob-
tained by partially covering with GaAs a layer containing
QDs with bigger average heights h11 nm. A detailed de-
scription of the growth procedure can be found
elsewhere.21,22 In this case, AFM images reveal rather flat
ring-shaped nanostructures h4 nm and aspect ratio
1:20 whose emission wavelength is shifted to 1.26 eV at
room temperature. Also, due to the different growth condi-
tions, the areal density is one order of magnitude smaller in
this case.
Time resolved photoluminescence TRPL spectra were
measured at 15 K by using a Ti:sapphire laser emitting at
820 nm and operating with 2 ps pulsewidth at 76 MHz of
repetition rate Coherent Mira 900D. The light collected
from the sample by a low amplification objective was dis-
persed by an imaging 0.5 m focal length spectrograph and
detected with a streak camera Hamamatsu C5680 giving an
overall time resolution of 40 ps. Continuous wave experi-
ments at the same temperature were performed with a stan-
dard PL setup using as excitation source either the same laser
under CW operation =820 nm or an Ar laser 
=514 nm. The collected light was dispersed by a 0.3 m fo-
cal length monochromator and detected with a S1-type pho-
ton counting module for the QD sample, or a back-
illuminated cooled charge coupled device for the QR sample.
Additionally, a programmable voltage source and a lock-in
amplifier have been used to apply the desired bias and moni-
tor the device photocurrent signal PC.
III. CONTINUOUS WAVE CHARACTERIZATION
The PL spectra shown in Fig. 1 have been obtained at
15 K illuminating with the Ar laser focused beam a region
far away from the gate contact. At low excitation power I0
0.5 kW/cm2, the PL spectrum bandwidth reflects the
QD/QR size inhomogeneity. Quantum rings are character-
ized by a narrow band 26 meV broad peaked at 1.3 eV,
although minor contributions are visible at higher energies
Fig. 1a. Due to the low areal density of this sample, the
increase of the pumping power gives rise rapidly to the satu-
ration of the QR’s ground state. This saturation is accompa-
nied by the appearance of two additional emission bands
together with the wetting layer WL resonance contribution
at 1.42 eV. This is the expected behavior for a narrow size
distribution of QRs in a low density sample typically below
5109 cm−2 showing strong excited state radiative
recombination.23 The evolution of the PL for the QD en-
semble is quite different, as observed in Fig. 1b. The initial
band at low power is centered at 1.23 eV and already
110 meV broad. Increasing the excitation density, the
emission is only slightly shifted to higher energies, the shell
filling effect being much less important than in the QR
sample. In this case, the broad PL band corresponds to a
broad distribution of QDs with a high areal density typically
above 51010 cm−2, as it has been reported in previous
studies of similar intrinsic samples.24
Both samples have been characterized monitoring the PL
and PC signal under different bias conditions. The spectra
were measured as a function of the external voltage illumi-
nating the sample at the GaAs band edge to create electron-
hole pairs only in the vicinity of the nanostructures. The
devices exhibit negligible dark currents and noticeable pho-
tocurrents at the voltages studied here.
Figures 2a and 3a show the PL spectra obtained at
three different voltages for QRs and QDs, respectively. The
full bias evolution for each sample is depicted in contour line
plots underneath and shows the dramatic change induced by
the electric field in the emission bands. Any given optical
FIG. 1. Color online Normalized emission spectra obtained in
the quantum ring QR and quantum dot QD samples increasing
the excitation power density of an Argon laser at 15 K. a The QR
sample exhibit a clear shell-filling effect characteristic of emission
from excited states. b The evolution of the QD PL band is typical
of highly inhomogeneous size distributions.
FIG. 2. Color online Quantum rings sample: a Three PL
spectra are shown revealing the evolution of the emission band with
applied electric field at 15 K. b Contour line plot of the photolu-
minescence covering the full voltage range. c Differential photo-
current spectrum obtained upon laser excitation over the GaAs band
edge. Strong resonances are observed when tunneling of electrons
into the bound states or into the WL is allowed. Inset: AFM image
of an uncapped quantum ring.
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transition will be visible only if the electron tunneling rate is
smaller or the same order than the radiative recombination
rate at the applied bias. Due to the energy dependence of
both the electronic tunneling rate and the radiative lifetime,
the shape of the spectrum changes with the applied voltage,
as shown in Figs. 2b and 3b.
Under forward bias, the QR PL spectrum consist of four
narrow emission bands at 1.30, 1.33, 1.36, and
1.42 eV, as shown in Fig. 2a. They correspond respectively
to the ground state, first and second excited state, and the
wetting layer contributions as discussed previously for Fig.
1a. Reducing the voltage, the high energy peaks get rapidly
quenched, and only the emission from the QR ground state
remains visible at −1 V. The large inhomogeneous broaden-
ing of the QD sample photoluminescence makes difficult a
study of the excited states contribution, but can be exploited
to compare the behavior of QDs with different size. As ob-
served in Fig. 3a, large QDs emitting at 1.17 eV are still
visible at Vg=−4 V, while those emitting around 1.3 eV are
already quenched at −1 V as corresponds to their shallower
confinement. In this respect, the latter are more similar to
QRs and will be further compared with them in the next
sections.
Complementary information can be obtained by analyzing
the differential PC spectra shown in Figs. 2c and 3c. Un-
der light excitation at 820 nm, we modulate the external volt-
age at low frequency 177 Hz and small amplitudes Vpp
=10 mV to obtain the device conductance versus the ap-
plied bias using standard lock-in techniques. The differential
PC signal is associated with changes in the available density
of states gE at the Fermi level energy position and in the
active region close to the back contact layer.25,26 At +1 V,
both spectra show steep maxima corresponding with the sud-
den increase of gE when the Fermi level crosses the WL
continuum. Below this voltage, the signal finds a minimum
and rises again when the electrons start tunneling out of the
nanostructures. The PL integrated intensity decreases accord-
ingly, as observed in the adjacent panels Figs. 2b and
3b. Two maxima are observed in the QR differential PC
spectrum associated with the disappearance of the PL peaks
at 1.36 and 1.33 eV, that is, when the Fermi level crosses the
electronic excited shells in this sample. Similar resonances,
occurring in a more extended region of negative voltages, are
also observed in the QD sample, but now they must be as-
sociated to carrier tunneling out of increasingly large QDs.
Further reverse biasing pins the Fermi level below the fun-
damental state, and the increase in the differential PC signal
indicates the full depletion of photogenerated carriers from
the active layer.
Let nE,Ft be the instantaneous exciton population with
energy E when the external bias is F. If we only consider
losses associated to radiative recombination and electronic
carrier tunneling, we can write for the steady state photolu-
minescence intensity:
IPL
t
E,F
r
E,F + t
E,F 1
and it will decrease if either the tunneling time t diminishes,
or the radiative time r increases at the given energy and
bias. Therefore, continuous wave experiments shown before
do not bring any conclusion about which case actually hap-
pens. This information can be extracted however, from the
TRPL experiments presented in the next sections.
IV. TIME RESOLVED CHARACTERIZATION
Transient decay curves have been recorded in the energy
and bias range of interest for both samples. After deconvo-
lution of the system response, the experimental decay curves
can be described by single exponential functions revealing
the absence of saturation effects Fig. 4. This way, we de-
termine the effective exciton lifetime  as a function of the
external voltage for each sample. Quantum dots emitting at
1.23 eV are characterized by a monotonic increase of 
with the reverse bias, as shown in Fig. 4a. Indeed, the
decay time quickly rises from 1.02±0.02 ns at
0 V to 2.65±0.15 ns at Vg=−3 V in this sample. Quantum
rings recombining at 1.31 eV show a similar behavior be-
FIG. 3. Color online Same as Fig. 1 but for the sample con-
taining quantum dots. Notice the different voltage region covered in
this case.
FIG. 4. Color online Photoluminescence transient decay
curves obtained for quantum dots left panel and quantum rings
right panel varying the external bias. A least squares fit to a single
exponential decay function can be used to extract the exciton life-
time at different voltages solid lines.
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tween 1 V 935±20 ps and 0 V 1196±30 ps, although 
diminishes back once the device is reverse biased at −1 V
886±30 ps Fig. 4a. The region of lifetime increase ob-
served in both samples cannot be explained assuming a con-
stant radiative recombination time independent of the applied
electric field. It rather indicates a separation of the electron-
hole pair as predicted by the QCSE. Such separation causes a
reduction of the exciton oscillator strength that depends on
the nanostructure size and shape as discussed below.
In Fig. 5, open squares and open diamonds represent the
exciton lifetimes extracted as a function of the PL emission
energy for QDs and QRs, respectively. For each sample, the
voltage is fixed at the value where  is close to its maximum.
We observe that the exciton lifetime depends strongly on the
recombination energy. For the QD sample,  finds a broad
maximum at 1.23 eV and diminishes slowly at both sides
of the emission band. The observation of such maximum
could indicate a crossover among two different effects. On
the one hand, the radiative recombination time, r, decreases
when increasing the exciton coherence volume in large QDs.
On the other hand, increasing the dot height at fixed voltage,
r must increase due to the enhanced electron-hole pair po-
larizability induced by the field see below. The competition
of both effects could explain the observed behavior assuming
that the exciton coherence volume increases faster than the
dot height for these QDs. This assumption seems reasonable
for QDs of constant H /D1 ratio and varying height.
The maximum decay time for our QRs occurs at 0 V. It
decreases from 1.4 ns in the low energy side to less than
300 ps in the high energy tail of the QR emission band, as
shown in Fig. 5. Furthermore, the decrease is not monoto-
nous, but stepwise, reflecting the PL band structure. For non-
biased systems, such behavior results from the relaxation
cascade of photocarriers from the excited states toward the
ground state, meaning that the excited states population has a
large number of channels open for relaxation and
recombination.27 In our case, in addition to the usual behav-
ior, electrons confined in the excited states are strongly
coupled to the adjacent Fermi sea by tunneling. Therefore, in
this case, the observed evolution of  can also be credited to
the large barrier penetration of the excited electron wave
function.
Figure 5 also allows a direct comparison among QRs and
small QDs recombining at nearby energies shaded region.
Within the resolution of our experiment, we observe a clear
correlation between both curves. Since the electron-hole pair
polarizability and the electron tunneling rate determine the
maximum value of  in this energy region, and both magni-
tudes depend strongly on the height of the nanostructures, at
first glance, our result suggests that QRs and QDs emitting at
1.3 eV have similar vertical confinement profiles. Yet, it
should be noted that the maximum lifetime does not occur at
the same voltage for both.
The evolution of  as a function of the external bias at
fixed emission energy has been depicted in Fig. 6. The nomi-
nal thickness of the intrinsic region d=175 nm provides the
electric field strength F=−V−Vb /d, with Vb=0.7 V de-
duced from the device capacitance characterization. As dis-
cussed above, both samples exhibit a region of monotonous
increase of the effective exciton lifetime. As expected, the
rate of increase is higher for lower photon energies larger
QDs. Its magnitude ranges from 14 ps cm/kV for QDs
emitting at their peak maximum at 1.23 eV, down to
5 ps cm/kV for QDs emitting at 1.31 eV Fig. 6a. In the
next section, this behavior will be analyzed considering a
simplified confinement potential for our QDs. Now, the dif-
ferences found among QDs and QRs should be noted. The
QR’s ground state exciton lifetime is more rapidly affected
by the field, being abruptly modified in a shorter bias range
Fig. 6b, diamonds. Since the exciton polarization proper-
ties strongly depends on the size, shape, and composition of
these nanostructures, the differences should be related to
their particular confining potential.28,29 Even in the absence
of an electric field, due to the different effective masses and
FIG. 5. Color online The evolution of  as a function of the
emission energy is shown for QDs open squares and QRs open
diamonds. Solid lines represent the PL spectra obtained at +1 V on
each sample T=15 K.
FIG. 6. Color online a QD sample: The evolution of  as a
function of the electric field is depicted for different recombination
energies. The initial region of lifetime increase follows approxi-
mately a parabolic dispersion dashed line. At higher fields the
electron tunneling dominates the recombination dynamics diminish-
ing . b Same as a but for the QR sample.
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strain dependence of the valence and conduction band edges,
the electron and the hole center of masses are spatially sepa-
rated along the growth direction.28,30,31 When the electron
lies above the hole, a negative dipole moment is created,
being its direction opposite to the field for F0. In such a
situation, there will be a maximum of the electron-hole over-
lap when the field action cancels the initial carrier separation
at some positive value of the field. It follows that, both, the
emission rate, and the exciton recombination energy, will
reach a maximum at this critical field. This is the expected
situation for a pure InAs QD whose lateral dimensions di-
minish from the base to the apex.28 To find the opposite
alignment, the hole above the electron, a certain Ga-In alloy-
ing is necessary, with the indium composition increasing
from the base to the top of the tapered nanostructure.28 The
maximum electron-hole overlap occurs then at F0. Figures
6a and 6b include two parabolic fits roughly describing
the quadratic dispersion predicted by the QCSE in the bias
region where the tunneling is still negligible.32,31 According
to these fits, the minimum of the radiative lifetime takes
place at −25 kV/cm for QRs in their ground state, and at
16 kV/cm for QDs near to the center of their inhomoge-
neous emission band. This result suggests, within the limited
validity of the perturbation theory applied to this case,29 that
both kinds of nanostructures exhibit permanent dipole mo-
ments with opposite signs. In particular, our result implies a
constant composition profile for these QDs, and the presence
of a noticeable In-Ga composition grading introduced during
the annealing step that gives rise to these QRs.21,33
V. ADIABATIC CALCULATION OF THE RADIATIVE AND
TUNNELING RATES
In the following, the bias evolution of the exciton lifetime
is estimated for QDs with different sizes and simplified ge-
ometry. The model reproduces the behavior observed by in-
creasing the vertical confinement in the QD providing a fair
agreement with the experimental values shown in Fig. 6a.
Given the rather flat aspect ratio of these QDs, at zero field,
the wave function spreads mainly in the lateral plane,
whereas, in the presence of the field, the magnitude of the
QCSE depends mainly on the vertical confinement potential.
Therefore, we solve adiabatically the effective mass
Schrödinger equation for a single electron-hole pair confined
by a lateral parabolic potential and a vertical square potential
in the presence of an external electric field. In the strong
confinement regime, the electron-hole pair wave function is
described by the electron and hole single particle envelope
wave functions:
eh	e,	h,ze,zh = se	esh	hfezefhzh . 2
We use a complex Airy function numerical method to solve
the field-dependent vertical confinement potential and obtain
the wave functions f i.34,35 The band offsets are calculated
assuming a biaxially strained InAs/GaAs QW with the de-
formation potentials, elastic constants, and band profiles
listed by Stier et al.30 We consider a single dielectric constant
along the heterostructure but we take into account different
effective masses at the dot boundaries. Next, the two-
dimensional harmonic potential ground state wave functions,
si, are parametrized by the carrier confinement length li
= 

mi
*i
, where mi
* is the carrier effective mass and 
i is its
in-plane confinement energy.36 With these definitions, the os-
cillator strength for our optical transition can be readily cal-
culated using Ref. 37:
f = Ep
2E eh	e,	h,ze,zhre − rh dV
2
, 3
where Ep and E are the Kane energy and the transition en-
ergy, respectively. The overlap integral determines the maxi-
mum oscillator strength attainable. For perfect overlap
among the electron and the hole, the oscillator strength
yields f 10.4 for a QD emitting at 1.23 eV with
EpGaAs=25.7 eV. This is a value typically found in both
ensemble and single QD absorption experiments.13,38 The
corresponding exciton radiative lifetime is given by Ref.
13:
r =
60m0c3
2
e2nfE2 4
and yields 1.2 ns when nGaAs=3.59. This value is
close to the experimental values found for both QRs and
QDs in their fundamental state at 0 V Figs. 5a and 6a,
but, it should be noted that the perfect overlap assumed here
is not the general case even at zero field. For the neutral
ground exciton, holes are confined laterally more strongly
than electrons with typical confinement length ratios a
= le / lh1.5–3. 23,38,39 In the lateral parabolic potential used
here, these values translate into an in-plane overlap integral
	
se 	sh	=
2a
1+a2 between 0.92 and 0.6, imposing an upper limit
for the maximum achievable oscillator strength within the
model.36
This said, the evolution of the oscillator strength with the
electric field depends solely on the vertical confinement po-
tential. Introducing the factor CE derived from the prece-
dent expressions, the field-dependent emission rate, r
−1
=CE	
fe 	 fh	2, can be calculated. Similarly, the electron
tunneling rate, t
−1
, can be extracted directly from the com-
plex Airy function method.34,35 To do so, first, the addition
energies for the vertical confining potential EeF are calcu-
lated. Next, to account for the lateral confinement potential,
these energies are rigidly shifted, being Ee=EeF+
e the
total electron energy relevant for the tunneling time calcula-
tion. Alternately, t
−1 has been also estimated evaluating the
Wentzel-Kramers-Brillouin approximated expression at the
same energy Ref. 40:
1
t
=


8me
*H2
exp− 43 2me*e
F Ec − Ee3/2 . 5
Thick solid lines in Fig. 7 show the result of this theoret-
ical scheme. A constant ratio H /D=1/3 has been assumed,
with D=2le=2lh determining both the lateral potential con-
finement energies, i, and the in-plane overlap integral. As
expected, the effective exciton lifetime increases when
F0 reaching a maximum and diminishing later. For the
chosen band offsets Ec=607.5 meV, Ev=376.6 meV,
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4-nm thick QDs are weakly affected by the field before
reaching the tunneling regime. Increasing the dot height H
from 4 to 8 nm, the maximum radiative lifetime attainable
increases from 1 ns to 2.5 ns reproducing quite well the
experimental values found for the inhomogeneously broad-
ened QD emission band Fig. 6a.
Despite the general agreement, we note that the maximum
values are reached at lower electric fields in the experiment
than in the model. In other words, our calculation underesti-
mates the QD polarizability, being especially true for the
smaller QDs where the models do not predict any lifetime
increase at all. Our experimental results rather suggest that
excitons confined in QRs and small QDs can be significantly
polarized by the electric field. The model can describe suc-
cessfully the contribution of the QCSE to the recombination
dynamics in large QDs giving an overall good agreement
with the experiment. More accurate theoretical predictions
can only be provided if the real shape, size, and composition
profiles derived from available structural information are
introduced.33 The discrepancies found for the small QDs and
the QRs must be attributed therefore to the approximations
made in our simplified adiabatic scheme.
VI. CONCLUSIONS
We have investigated the role played by the QCSE in
self-assembled nanostructures with different size and shape
focusing on their recombination dynamics. We systemati-
cally find an increase of the exciton radiative lifetime at
moderate electric fields. While the absolute magnitude of this
effect depends on the nanostructure size, this main conclu-
sion remains valid in the whole energy range studied here.
Given the large interest in the coherent manipulation of
single quantum states, we believe that the reduction of the
oscillator strength reported here must be considered in future
developments.
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